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REFERENCE NUMBER OF LICENCE
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TESCILLI TICARI MARKASI ARTEMA

REGISTERED TRADE MARK

iLGILI TORK STANDARDI UB-YLD-MS-BK-001 / / 16.04.2014 — TS EN 200 / Sanitary tapware -

RELATED TURKISH STANDARD Single taps and combination taps for water supply systems of type 1 and
type 2 - General technical specification / 04.02.2010

BELGE KAPSAM)

SCOPE OF LICENCE

SUPPLY SYSTEMS OF TYPE 1, VISIBLE UNIFIED BODY, SINGLE HOLE, HORIZONTAL MOUNTING METHOD, WITHOUT DIVERTER, TYPE OF
OUTLET FIXED, NOMINAL SIZE 1/2, CERAMIC DISC SINK MIXER

-EXPOSED SURFACE CONDITIONS, MORE THAN 600 HOURS

-MECHANICAL ENDURANCE CHARAGTERISTICS OF THE OPERATING MECHANISM; MORE THAN 60000 CYCLES

-ACQUSTIC CHARACTERISTICS, GROUP 1

SUPPLY SYSTEMS OF TYPE 1, VISIBLE UNIFED BODY, MULTI-HOLE, VERTICAL MOUNTING METHOD, WITH DIVERTER, TYPE OF QUTLET
FIXED, NOMINAL $IZE 1/2, BATH/SHOWER MIXER

-EXPOSED SURFACE CONDITIONS, MORE THAN 600 HOURS

-MECHANICAL ENDURANCE CHARACTERISTICS OF THE OPERATING MECHANISM, MORE THAN 60000

-MECHANICAL ENDURANCE CHARACTERISTICS OF THE OPERATING MECHANISIM, MORE THAN £0000

-MECHANICAL ENDURANCE CHARACTERISTICS OF THE OPERATING MECHANISM, MORE THAN 60000 CYCLES

-MECHANICAL ENDURANCE CHARACTERISTICS OF THE DIVERTER; MORE THAN 90000 CYCLE

-ACOUSTIC CHARACTERISTICS, GROUP 1
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